NON STANDARD SOCKET SCREW LTD



Visit our website www.nssocketscrews.com

Non Standard Socket Screw are a major stockist & manufacturer of high
quality fasteners. Setting standards since our establishment in 1971 we
have the capacity to supply a unique range of products, from prototype to
special to standard.

With a range that begins at M1.4 up to M64 (and imperial equivalents)
and lengths as long as 700mm we aim to provide an unparalleled service.

Accreditation to BS IS0 9001 ensures quality products meeting
worldwide standards are distributed to a customer base that extends
across 5 continents.
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[GRINDING]

Close tolerance grinding capabilities
(including h8 & 19 shoulder diameters) and
accurate pre-thread rolling diameters are
achieved on our centreless grinding
machines.

[THREAD ROLLING]

Optimum strength thread profiles M3 to
M36 ( including imperial equivalents) are

available from our thread rolling machines.

Single point thread forming up to M64 and
equivalent is also available.

™
[HEAT TREATMENT] <

Our self-contained heat treatment department can
process a range of alloy and stainless steel grades
including 8.8, 10.9, 12.9, 14.9, L7 & B7 or to your
individual requirements.

Our manufacturing facility has been developed over 35 years to meet
our customers exacting standards. It includes double blow hot forging
presses, CNC turning and milling lathes plus grinding and thread rolling
machines. Parts can be manufactured in a variety of steel alloys as well
as brass, aluminium, titanium and a range of other exotic materials.

Heat-treatment is performed on-site guaranteeing total process control
to the highest standard with full batch traceability.
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[FINISHES]

A comprehensive range of surface treatments are available including

Zinc, Geomet®, Dacromet®, Delta®,
Galvanized and lean® - for whenever applications

require improved corrosion resistance or lubricity.
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I BIRMINGHAM OFFICE

358/364 FARM STREET, HOCKLEY
BIRMINGHAM, B19 2712

TEL: +44 (0) 121 515 0121
FAX: +44 (0) 121 523 4440

EMAIL: SALES@NSSOCKETSCREWS.COM
WWW.NSSOCKETSCREWS.COM

LONDON OFFICE
UNIT 2, LIDDALL WAY, HORTON ROAD
WEST DRAYTON, MIDDLESEX, UB7 8PG

TEL: +44 (0) 1895 430 003
FAX: +44 (0) 1895 430 004

EMAIL: SALES@NSSOCKETSCREWS.COM
WWW.NSSOCKETSCREWS.COM





